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1
METHOD FOR CONTROLLING A
CONVERTER HAVING VARIABLE
FREQUENCY CONTROL AND SYSTEM FOR
POWERING A VEHICLE LOAD USING SAME

TECHNICAL FIELD

The present invention relates to converters having variable
frequency control, such as but not limited to converters of the
type operable within a vehicle to facilitate regulating power
for use in charging a high voltage vehicle battery and/or other
vehicle systems.

BACKGROUND

DC-DC, DC-AC, and AC-DC converters are used in some
electronic applications to facilitate regulator power delivered
to a load. The converters may be configured to output power
having a desired set of current and voltage characteristics.
The electronic applications may include multiple loads with
different power regulation needs such that the electronic
applications may be configured to include separate, dedicated
converters for each load having particular power regulation
needs. The use of such separate, dedicated converts can be
problematically costly given the expense associated with con-
figuring, assembling, and operating multiple converters.

SUMMARY

One non-limiting aspect of the present invention contem-
plates a converter operable to support multiple power regula-
tion profiles such that the same converter may be used to
facilitate power regulation for loads having particular power
regulation needs.

One non-limiting aspect of the present invention contem-
plates a method of controlling a converter having a plurality
of'switches operable with a transformer to convert a DC input
to an AC output where the plurality of switches are selectively
operable between an open state and a closed state. The
method may include: determining a first switching frequency
for the plurality of switches, the first switching frequency
operable to induce zero voltage switching (ZVS) of the plu-
rality of switches during transition, such as when transition-
ing from the open state to the closed state; and determining a
second switching frequency for the plurality of switches, the
second switching frequency operable to induce non-zero
voltage switching (NZVS) of the plurality of switches when
transitioning from the open state to the closed state.

One non-limiting aspect of the present invention contem-
plates determining the second switching frequency to be a
frequency less than the first switching frequency.

One non-limiting aspect of the present invention contem-
plates determining a switching schedule for the plurality of
switches when set to the first switching frequency, the duty
cycle causing the AC output to have a first power level.

One non-limiting aspect of the present invention contem-
plates phase shifting the switching schedule for the plurality
of switches when set to the second switching frequency, the
phase shifting causing the AC output to have a second power
level less than the first power level.

One non-limiting aspect of the present invention contem-
plates: receiving a power request from at least one load
receiving the AC output; setting the plurality of switches to
the first switching frequency in the event the power request
requests a power level greater than a threshold; and setting the
plurality of switches to the second switching frequency in the
event the power level is less than the threshold.
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One non-limiting aspect of the present invention contem-
plates rectifying the AC output to a DC output sufficient for
use in charging a high voltage vehicle battery.

One non-limiting aspect of the present invention contem-
plates a method of controlling a converter having a plurality
of switches operable with a transformer to convert a DC input
to an AC output where the plurality of switches are selectively
operable between an open state and a closed state. The
method may include: determining a power level for the AC
output; determining a switching schedule for the plurality of
switches sufficient to generate the AC output at the power
level; determining the switching schedule to induce the plu-
rality of switches to transition from the open state to the
closed state with one of zero voltage switching (ZVS) and
non-zero voltage switching (NZVS); determining a first
switching frequency for the plurality of switches in the event
ZVS is determined; and determining a second switching fre-
quency for the plurality of switches in the event NZVS is
determined.

One non-limiting aspect of the present invention contem-
plates determining the second switching frequency to be less
than the first switching frequency.

One non-limiting aspect of the present invention contem-
plates determining the second switching frequency to be half
of' the first switching frequency.

One non-limiting aspect of the present invention contem-
plates determining the power level to equal a total power
demand of one or more loads actively operable within a
vehicle to receive the AC output.

One non-limiting aspect of the present invention contem-
plates rectifying the AC output to a DC output prior to receipt
by at least one of the one or more loads.

One non-limiting aspect of the present invention contem-
plates phase shifting the plurality of switches when operating
according to the second switching frequency by an amount
greater than when operating according to the first switching
frequency.

One non-limiting aspect of the present invention contem-
plates: measuring a voltage across at least one of the plurality
of switches to determine the one of the ZVS and NZVS;
determining the ZVS in the event the voltage is approxi-
mately zero when the at least one of the plurality of switches
transitions from the close stated to the open state; and deter-
mining the NZVS in the event the voltage is sufficiently
greater than zero when the at least one of the plurality of
switches transitions from the open state to the closed state.

One non-limiting aspect of the present invention contem-
plates the at least one switch being a transistor and the method
further comprising measuring the voltage between a drain
and a source of the transistor.

One non-limiting aspect of the present invention contem-
plates the switching schedule specifying a phase shift for the
plurality of switches and the method determining the ZVS in
the event the phase shift is greater than a threshold and the
NZVS in the event the phase shift is less than the threshold.

One non-limiting aspect of the present invention contem-
plates a system for powering one or more loads within a
vehicle. The system may include: a converter having a plu-
rality of switches operable with a transformer and a rectifier to
convert a DC input to an AC output and then to rectify the AC
output to a DC output for use in powering the one or more
loads, the plurality of switches being selectively operable
between an open state and a closed state; a controller operable
to selectively control switching of the plurality of switches
between the open state and the close state, the controller
operable to: determine a power level for the DC output based
on a one or more of the one or more loads actively requesting
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the DC output; determine switching required of the plurality
of switches to facilitate output of the DC output at the deter-
mined power level as of one of zero voltage switching (ZVS)
and non-zero voltage switching (NZVS); selectively control
switching of the plurality of switches at a first switching
frequency in the event ZVS is determined; and selectively
control switching of the plurality of switches at a second
switching frequency in the event NZVS is determined.

One non-limiting aspect of the present invention contem-
plates the second switching frequency being less than the first
switching frequency.

One non-limiting aspect of the present invention contem-
plates the controller determining ZVS when the power level is
equal to or greater than a power level threshold and NZVS
when the power level is less than then power level threshold.

One non-limiting aspect of the present invention contem-
plates at least one of the plurality of switches being a transis-
tor, and wherein ZVS is determined when a voltage from a
drain to a source of the transistor is approximately zero when
the transistor transitions from the open state to the closed state
and NZVS is determined when the voltage from the drain to
the source of the transistor is sufficiently greater than zero
when the transistor transitions from the open state to the
closed state.

One non-limiting aspect of the present invention contem-
plates the first switching frequency being 250 kHz in the event
the power level is approximately 3.3 kW and the second
switching frequency being 125 kHz in the event the power
level is less than 500 W.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention is pointed out with particularity in
the appended claims. However, other features of the present
invention will become more apparent and the present inven-
tion will be best understood by referring to the following
detailed description in conjunction with the accompany
drawings in which:

FIG. 1 illustrates a system having variable frequency con-
trolled converter in accordance with one non-limiting aspect
of the present invention.

FIG. 2 illustrates a flowchart for a method of controlling a
converter in accordance with one non-limiting aspect of the
present invention.

FIGS. 3-4 illustrate exemplary switching schedules in
accordance with one non-limiting aspect ofthe present inven-
tion.

FIG. 5 illustrates a state diagram in accordance with one
non-limiting aspect of the present invention.

FIGS. 6a-6d illustrate various operations and/or functions
in accordance with non-limiting embodiments of the system
and method described herein.

DETAILED DESCRIPTION

Asrequired, detailed embodiments of the present invention
are disclosed herein; however, it is to be understood that the
disclosed embodiments are merely exemplary of the inven-
tion that may be embodied in various and alternative forms.
The figures are not necessarily to scale; some features may be
exaggerated or minimized to show details of particular com-
ponents. Therefore, specific structural and functional details
disclosed herein are not to be interpreted as limiting, but
merely as a representative basis for teaching one skilled in the
art to variously employ the present invention.

FIG. 1 illustrates a system 10 having variable frequency
controlled converter 12 in accordance with one non-limiting
aspect of the present invention. The system 10 is predomi-
nately described for exemplary purposes as being configured
to support powering one or more vehicle loads 14, such as but
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not limited to support charging a high voltage vehicle battery
and/or otherwise powering other vehicle systems. The
present invention, however, is not necessarily limited to
vehicles and fully contemplates the use of the variable fre-
quency controlled converter 12 in other non-vehicle applica-
tion, such as but not limited to isolated or non-isolated DC-to-
DC converters, DC-to-AC inverters and AC-to-AC
converters, wherein voltage duty cycle is regulated such that
volt-sec area of main transformer of isolated system is con-
trolled

The converter 12 is shown as having an interleaved con-
figuration of first converter 16 (converter #1) and second
converter 18 (converter #2) where a plurality of switches A,
A,,B,,B,,C,,C,,D,, D, are operable in response to signals
received from a controller 22. The controller 22 may be
configured to control the switching of the switches A1, A2,
B1, B2, C1, C2, D1, D2 to provide any suitable processing of
a DC input 26, such as but not limited to a DC input from
plug-in charging system, wall outlet, etc. The switches Al,
A2,B1, B2, C1, C2, D1, D2 may be controlled to convert the
DC inputto an AC input that is then carried to a respective one
of a first and second transformer 28, 30. The AC input to on
the primary side of each transformer 28, 30 generates an AC
output at the secondary side, which as shown, may be rectified
with a rectifier 32, 34 in order to generate a DC output. The
DC output may then be smoothed with a capacitor 36 prior to
reaching one or more loads

The converter 12 is shown to include inductors 40, 42, 44,
46 on both the input and output sides of each transformer 28,
30. The inductors 40, 42, 44, 46 may be operable with and/or
sized relative to the other converter components to facilitate
zero voltage switching (ZVS). The ZVS may be characterized
as occurring when a voltage across the switches A1, A2, B1,
B2, C1, C2, D1, D2 is substantially zero during a switch
transition where a switch A1, A2, B1, B2, C1, C2, D1, D2
transitions from an open state to an closed state. One non-
limiting aspect of the present invention contemplates the
switches Al, A2, B1, B2, C1, C2, D1, D2 being transistors
and determining ZVS when the voltage measured between
the drain and source of the transistor is approximately zero
and/or when load power is within the corresponding power
threshold/rating for the given operation.

The converter 12 may be configured to support a wide
range of power output levels. The illustrated converter 12, for
example, may be configured to support 0-3.3 kW at a regu-
lated voltage of 250-420 Vdc. The ability to support multiple
DC output power levels can be beneficial in that the operation
of the converter 12 can be adjusted according to the power
demands of the loads 14 currently requesting power instead of
having to provide dedicated converters for each load 14 and/
or for each supported DC output. The controller 12 may be
configured to assess the power demands of the actively or
soon to be actively operable loads 14 and to set a switching
schedule for the switches A1, A2, B1, B2, C1,C2, D1, D2 as
a function thereof in order to insure the DC output is gener-
ated at appropriate power level, voltage, and/or current.

The converter components, i.e., the inductors 40, 42, 44,
46, transformers 28, 30, and switches A1,A2, B1, B2, C1,C2,
D1, D2, may be sized such that ZVS occurs when the DC
output is closer to the maximum operating capabilities of the
converter, i.e., 3.3 kW. The occurrence of ZVS when the
converter 12 is operating closer to the maximum output range
may be beneficial in achieving a maximum efficiency for the
converter 12 while operating at its rated levels. Since the
characteristics of the components may be fixed, i.e., they may
not be changeable in some configurations of the converter 12,
ZVS may not be achieved when the DC output deviates too
much from the maximum design range. A sufficient deviation
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can produce NZVS and the attendant loss in converter effi-
ciency, which may more beneficial than having to have mul-
tiple converters.

The converter components may also be selected to have
characteristics suitable to a certain switching frequency used
to control the plurality of switches A1, A2, B1, B2, C1, C2,
D1, D2 when operating closer to the maximum output levels.
When selecting the converter component characteristics, the
size of the components decreases as the selected switching
frequency increases such that for the same desired output,
e.g., 3.3 kW, smaller converter components may be used if a
greater switching frequency is selected. The component
selection according to frequency also ties with the component
selection for ZVS such that a certain combination of design
parameters will provide the maximum efficiency, with the
smallest components, and while achieving ZVS. One non-
limiting aspect of the present invention contemplates the con-
verter components being selected to operate at maximum
efficiency and ZVS when producing 3.3 kW at a switching
frequency of 250 kHz.

FIG. 2 illustrates a flowchart 50 for a method of controlling
the converter 12 in accordance with one non-limiting aspect
of the present invention. The method may be embodied with
instructions or other logical operators stored on in a com-
puter-readable medium of the controller 22. The controller 22
may include a processor and suitable input/output features to
facilitate executing the contemplated operations. The method
is described with respect to the exemplary use of the converter
12 described above being operable to facilitate processing a
DC input for output to one or more vehicle loads 14. The
method, however, is not necessarily so limited and the present
invention fully contemplates the method being used to facili-
tate controlling converters used to support non-vehicle based
loads.

Block 52 relates to determining a power demand. The
power demand may be determined by the controller 22
receiving a power request from one or more of the loads 14
indicating a need for power and/or through some other assess-
ment steps, such as activation of a vehicle switch, driver
depression of an acceleration pedal, etc. The power demand
may be calculated to equal a total amount of power needed by
the one or more active loads 14 and/or according to the
particular characteristics of the power requested for delivery,
i.e., in the case of DC, the characteristics may define power,
voltage, and/or current (in the event the rectifiers 32, 34 are
omitted or other AC loads are connected before the rectifier,
AC variables such as frequency may also be specified). For
exemplary purpose, the power level is intended to encompass
any characteristics of the energy demanded by the loads.

Block 54 relates to determining a switching schedule to
meet the power demand. The switching schedule corresponds
with a control strategy for controlling transitioning of the
switches A1, A2, B1, B2, C1, C2, D1, D2 between the open
state and the closed state in order to facilitate delivery of the
desired DC output at the desired power level. The switches
Al,A2,B1, B2, C1, C2, D1, D2 may be switching in pairs in
order to generate a modified or squared sine wave as the AC
input to the transformers 32, 34. The pairs may consist of the
A and C switches and the B and D switches where the on/off
cycles of each pair are opposite and mirrored, resulting in the
A and B switches being mirrored and the C and D switches
being mirrored.

FIGS. 3-4 illustrate exemplary switching schedules 58, 60
for an A switch and a C switch where the switches A1, A2, B1,
B2, C1, C2, D1, D2 are switched with no phase shifting (FIG.
3) and with phase shifting (FIG. 4). An amount of phase shift
may be introduced between the pairs to control the power
level of the DC output such that the maximum power occurs
where there is no phase shift and decreases therefrom in
proportion to the amount of phase shift. The present invention
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contemplates controlling the power level using the phase shift
in order to limit saturation of the transformers 28, 30. Another
option that may be used in place of or in combination with the
phase shifting relates to controlling a duty cycle of each
switch A1, A2, B1, B2, C1, C2, D1, D2. FIGS. 3-4 illustrate
a fixed duty cycle of 50%, however, the duty cycles may be
changeable to further facilitate adjusting the output power
level of the DC output (assuming transformer saturation and
other attendant issued associated with a non-50% duty cycle
can be addressed).

Returning to FIG. 2, Block 66 relates to assessing whether
the switching schedule required for generating the demanded
power level results in ZVS or NZVS. This assessment may be
made by the controller 22 assessing whether the power level,
duty cycle, and/or phase shift specified in the switching
schedule corresponds with ZVS or NZVS conditions, i.e., the
controller may include a look-up table or other predefined
reference for making the determination based on one or more
of values of the noted parameters. The assessment may also
be made, or confirmed during operation, by the controller 22
measuring or otherwise actually assessing a voltage across
one or more of the/switches. This may be helpful, for
example, if the controller automatically sets the switching
schedule to meet the power demand without prior knowledge
of whether the resulting schedule produces ZVS or NZVS.
This capability may also be helpful in adjusting for converter
fatigue or other operational changes that may cause a change
in the ZVS and NZVS operating thresholds.

Block 68 relates to the controller 22 setting a first switching
frequency (see FIG. 3) for controlling the switches in the
event ZVS is determined. The first switching frequency may
correspond with the optimally switching frequency designed
for the converter 12, which may correspond with the power
level being 3.3 kW or some other power level equal to or
above a corresponding power level threshold. One non-lim-
iting aspect of the present invention contemplates optimal
converter conditions to be 3.3 kW at a switching frequency of
250 kHz. The first switching frequency may be set to corre-
sponding with the optimal switching frequency of 250 kHz.

Block 70 relates to the controller 22 setting a second
switching frequency for controlling the switches in the event
NZVS is determined. Since the ZVS may be designed to
occur when operating closely to the maximum or nominal
operating conditions, determining NZVS may indicate the
converter 12 is being requested to operate below maximum
levels and/or to provide less power. One non-limiting aspect
of the present invention contemplates ameliorating the effi-
ciency losses associated with operating under NZVS condi-
tions by reducing the switching frequency relative to the
design/nominal switching frequency (the first switching fre-
quency). The reduced switching frequency of the second
switching frequency reduces the number of times the
switches Al, A2, B1, B2, C1, C2, D1, D2 are transitioned
between open and closed states. Since each transition induces
a switching loss, the total switching losses can be reduced by
reducing the number of transitions.

The second switching frequency contemplated by Block
70 may correspond with a predefined value, such as but not
limited to 125 kHz, or a proportional value. The proportional
value may be determined based on the amountof NZVS (e.g.,
the voltage across at least one of the switches) and/or an
algorithm based on the output power level. The proportional
value may be selected to reduce the switching frequency by
amount sufficient to balance the switching losses versus the
reduced performance attendant to lower switching frequen-
cies. The predefined value may be used instead of the propor-
tional value to control switching transitions whenever NZVS
is determined so that the controller 22 need not perform the
additional processing associated with making a proportional
reduction in the switching frequency.
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As supported above, a systematical method can be pro-
vided for high switching frequency of high power DC-DC Calibration Name Description Range
converter with wide output voltage range such that the con- — .
12i b ith desired 1 “tchine fi f Tap__Limit AC input voltage, below 0-300
verter 12 is operable with desired low switching frequency for which only one of the HV

light load and high switching frequency for rated power out- 5 converters is used.

puts. This invention relates to, but is not necessarily limited . Default = 160 VAC

to, DC-t0-DC converters, DC-to-AC inverters, AC-DC con- Tap_Hysteresis HySterteSIE tt‘; be “Sf)dtz‘v’ 0-100

. e . revent chatterin, ctween

verters and AC-to-AC converters. One characteristic of this Ei-tap and 1O_tap_g

control technology is to vary switching frequencies to achieve Default = 10V

optimum performances from light load (zero load) to full 10 Single_Converter Threshold Threshold used to switch 0-4000

power oad. o sl

. ZVS control is one me.thO(.i contemplated by thF: present Default < 1000 W

invention to use high switching frequency to achieve high Low_ Power_ Threshold Threshold used to start 0-4000

power density in power converter design and implementation. switching between single

Since the attendant ZVS range is a bottleneck to design a wide 15 converters and also reducing

load sallv f licati ith ired load the switching frequency.

oad range, especially for applications with required loa Default = 300 W

power changing from zero power to full high power (due to Power_ Hysteresis Hysteresis to be used to 0-4000

the converter changing to hard switching when working for keep from chattering

light load which is out of ZVS range, which can cause high k]’)etl‘v’veff Stzaégsw

. clault =

thermal stress or even thermal runaway on power sw1tches), 20 1 ow._Power_Time Max time o operate a single  0-1000

the present invention provides a solution with its variable converter at low power before

frequency control. switching to the other

FIG. 5 illustrates a state diagram in accordance with one (o let them cool off).
limiti t of th i t The followi Default = 100 counts (which
non-limiting aspect of the present invention. The following is 10 seconds at 100 ms

tables provide definition for the state control contemplated in 25 task rate)

. 5. ow__Sw__Freq witching frequency to set - z

FIG. 5 Low_Sw_F Switching fi 0-250 kH;

at low output power to reduce
losses.
Default = 125 kHz
Function General Information
Function Name HV__Converter_ Select 30 .. ..
Function Rate 100 ms (10 Hz.) State Transition Matrix:
1) For this matrix, the transition order implies precedence.
This means that, for instance, if the current state is “One”, the
condition for transition to “Both” is checked first and if the

Input Name Description Sotrce Range 35 condition is true then the state transition is made without

checking any other conditions.

VINAC_FILT AC input voltage (RMS), Input 0-300 . ..
heavily filtered (~1 Processing 2) The outputs are assumed to be per51stent—Fhat is 1f no
second time constant action 1s taken 1o change any o € outpuls auring a given

) t taken to change any of the outputs during a g

OUTPUT_PWR_FILT  Charger output power Input  0-4000 2 execution of the state machine, the last values for all of the
(W), heavily filtered (~1  Processing outputs should still be used.
second time constant) . .

3) If no conditions for transition are met, the state shall not
change and no actions are to be taken.

Output Name Description Destination Range

HV__Select__State  State of the HV converter select. 1 = Two__Low, 4 = lor2or3

Both
Initial condition = 1

Converter_Select Flag indicating if which HV converters are to be HV Converter lor2or3

operated. When equal to 1, converter #1 is used. When  state machine
equal to 2, converter #2 is used, when equal to 3, both  function

HV converters are used.

Initial condition = 1

Tap__Flag Flag indicating if only 1 or if both HV converter are HV current Oorl

being used. 0 is 1 converter, 1 means both converters.  limit function
Initial condition =0
Switching Freq Switching Frequency to set the HV converter to. Sync signal 0-250 kHz
Default = 250 kHz generator
function
State Name Description Range
HV__Select__State Code for which HV converters are to be operated (One, Two or lor2or3
Both).
Initial Condition = One
Timer Timer used to switch between HV converters when at low 0 to 1000

power. One count is 100 ms (task time).
Initial condition-0
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4) Only one state transition is allowed per execution of the One_Low State
state machine.

5) Default state of low power for starting charging is “One” The One_Low state operates HV converter #1 at lowered
using a flag control for identification of start state. switching frequency. This is used when the power demand is

6) The state machine is applied to 3.3 kW full-bridge AC- 5 very low. Atimeris also set to alternate between HV converter
t0-DC battery charger with two interleaved sub-converters. #1 and HV converter #2 so that they each have cool-off time.

Start
Transition # State End State Conditions To Transition Actions at Transition
1 One Both OUTPUT_PWR_ FILT > Set Converter_ Select = 3
Single_ Converter_ Threshold and ~ Set Tap_ Flag =1
VINAC__FILT > Tap_ Limit Set Switching_ Freq =
250 kHz
2 One One__Low OUTPUT_PWR_FILT < Set Time =0
(Low__Power_ Threshold — Set Converter_Select = 1
Power_ Hysteresis Set Tap_Flag=0
Set Switching_ Freq =
Low__Sw__Freq
3 One One None - default transition If (OUTPUT_PWR_FILT >

4 One_ Low Both

5 One__Low One

6 One__Low Two__Low

7 One_ Low One_ Low

8 Two_ Low Both

9 Two__Low One

10 Two__Low One__Low
11 Two_ Low Two_ Low
12 Both One
13 Both Both

OUTPUT_PWR_ FILT >

Single_ Converter_ Threshold and

VINAC_ FILT > Tap_ Limit
OUTPUT_PWR__FILT >
(Low__Power_ Threshold)

Timer >= Low_ Power__Time

None - default transition

OUTPUT_PWR_ FILT >

Single_ Converter_ Threshold and

VINAC_ FILT > Tap_ Limit
OUTPUT_PWR__FILT >
(Low__Power_ Threshold)

Timer >= Low_ Power__Time

None - default transition

OUTPUT_PWR_FILT <
(Single_ Converter_ Threshold —
Power_ Hysteresis)

or

VINAC_ FILT < (Tap_ Limit -
Tap__Hysteresis)

None - default transition

Low__Power_ Threshold +
Power_ Hysteresis) set

timer = 0

If (OUTPUT_PWR_FILT <
Low__Power_ Threshold) Set
Timer = Timer + 1

Set Converter _Select = 3

Set Tap_ Flag =1

Set Switching_ Freq = 250 kHz
Set Timer =0

Set Converter _Select = 1

Set Tap_Flag=0

Set Switching_ Freq = 250 kHz
Set Timer =0

Set Converter _Select =2

Set Tap_Flag=0

Set Switching_ Freq =
Low__Sw__Freq

If (OUTPUT_PWR_FILT >
Low__Power_ Threshold +
Power_ Hysteresis) set

timer = 0

If (OUTPUT_PWR_FILT <
Low__Power_ Threshold) Set
Timer = Timer + 1

Set Converter _Select = 3

Set Tap_ Flag =1

Set Switching_ Freq = 250 kHz
Set Timer =0

Set Converter _Select = 1

Set Tap_Flag=0

Set Switching_ Freq = 250 kHz
Set Timer =0

Set Converter _Select = 1

Set Tap_Flag=0

Set Switching_ Freq =
Low__Sw__Freq

If (OUTPUT_PWR_FILT >
Low__Power_ Threshold +
Power_ Hysteresis) set

timer = 0

If (OUTPUT_PWR_FILT <
Low__Power_ Threshold) Set
Timer = Timer + 1

Set Timer =0

Set Convertert_ Select = 1
Set Tap_Flag=0

None

Explanation of States:
One State:

Two_Low State

The One state operates HV converter #1 at normal switch- The Two_Low state operates HV converter #2 at lowered
ing frequency. It is used when at low tap and power is high 65 switching frequency. This is used when the power demand is
enough not to need to go to low power mode or if at high tap very low. A timer is also set to alternate between HV converter
and output power is within the capacity of a single converter. #1 and HV converter #2 so that they each have cool-off time.
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Both State

The Both state operates both HV converter #1 and HV
converter #2 at full switching frequency. This is used when at
high tap and the output power demand is greater than one
single converter can produce.

FIGS. 6a-6d illustrate various operations and/or functions
80-100 in accordance with non-limiting embodiments of the
system 10 and method described in detail above, including
operations and/or functions which may be associated with
components of the system 10 described herein such as con-
troller 22 and/or other components.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the invention. Rather, the words used in the specifi-
cation are words of description rather than limitation, and it is
understood that various changes may be made without depart-
ing from the spirit and scope of the invention. Additionally,
the features of various implementing embodiments may be
combined to form further embodiments of the invention.

What is claimed is:
1. A method of controlling a converter having a plurality of
switches for use in converting a DC input to an AC output, the
plurality of switches being selectively operable between an
open state and a closed state to provide variable switching
frequency, the method comprising:
determining a first switching frequency for the plurality of
switches, the first switching frequency operable to
induce zero voltage switching (ZVS) of the plurality of
switches when transitioning from the open state to the
closed state, such that the AC output has a first power
level,
determining a second switching frequency for the plurality
of switches, the second frequency less than the first
frequency, the second switching frequency operable to
induce non-zero voltage switching (NZVS) of the plu-
rality of switches when transitioning from the open state
to the closed state, such that the AC output has a second
power level less than the first power level;
measuring a voltage across at least one of the plurality of
switches to determine one of ZVS and NZVS;

determining ZV'S in the event the voltage is approximately
zero when the at least one of the plurality of switches
transitions from the open state to the closed state; and

determining NZVS in the event the voltage is sufficiently
greater than zero when the at least one of the plurality of
switches transitions from the open state to the closed
state.

2. The method of claim 1 further comprising determining a
switching schedule for the plurality of switches when set to
the first switching frequency, the switching schedule causing
the AC output to have the first power level.

3. The method of claim 2 further comprising phase shifting
the switching schedule for the plurality of switches when set
to the second switching frequency, the phase shifting causing
the AC output to have the second power level less than the first
power level.

4. The method of claim 1 further comprising:

receiving a power request from at least one load receiving

the AC output;

setting the plurality of switches to the first switching fre-

quency in the event the power request requests a power
level greater than a threshold; and

setting the plurality of switches to the second switching

frequency in the event the power level is less than the
threshold.
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5. The method of claim 1 further comprising rectifying the
AC output to a DC output sufficient for use in charging a high
voltage vehicle battery.

6. A method of controlling a converter having a plurality of
switches operable with a transformer to convert a DC input to
an AC output, the plurality of switches being selectively oper-
able between an open state and a closed state to provide
variable switching frequency, the method comprising:

determining a power level for the AC output;

determining a switching schedule for the plurality of
switches sufficient to generate the AC output at the
power level;

determining the switching schedule to induce the plurality
of switches to transition from the open state to the closed
state with one of zero voltage switching (ZVS) and
non-zero voltage switching (NZVS);

determining a first switching frequency for the plurality of
switches in the event ZVS is determined, such that the
AC output has a first power level;

determining a second switching frequency for the plurality
of switches in the event NZVS is determined, the second
switching frequency less than the first switching fre-
quency, such that the AC output has a second power level
less than the first power level;

measuring a voltage across at least one of the plurality of
switches to determine one of ZVS and NZVS;

determining ZV'S in the event the voltage is approximately
zero when the at least one of the plurality of switches
transitions from the open state to the closed state; and

determining NZVS in the event the voltage is sufficiently
greater than zero when the at least one of the plurality of
switches transitions from the open state to the closed
state.

7. The method of claim 6 further comprising determining
the second switching frequency to be half of the first switch-
ing frequency.

8. The method of claim 6 further comprising determining
the power level to equal a total power demand of one or more
loads actively operable within a vehicle to receive the AC
output.

9. The method of claim 8 further comprising rectifying the
AC output to a DC output prior to receipt by at least one of the
one or more loads.

10. The method of claim 6 further comprising phase shift-
ing the plurality of switches when operating according to the
second switching frequency by an amount greater than when
operating according to the first switching frequency.

11. The method of claim 6 where the at least one switch is
atransistor and the method further comprising measuring the
voltage between a drain and a source of the transistor.

12. The method of claim 6 wherein the switching schedule
specifies a phase shift for the plurality of switches, and
wherein the method further comprises determining the ZVS
in the event the phase shift is greater than a threshold and the
NZVS in the event the phase shift is less than the threshold.

13. A system for powering one or more loads within a
vehicle, the system comprising:

a converter having a plurality of switches configured to
operate with a transformer and a rectifier to convert a DC
input to an AC output and then to rectify the AC output
to a DC output for use in powering the one or more loads,
each of'the plurality of switches having an open state and
a closed state;

a controller for selectively controlling switching of the
plurality of switches between the open and closed states
to provide variable switching frequency, the controller
configured to:
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i. determine a power level for the DC output based on a wherein at least one of the plurality of switches is a tran-
one or more of the one or more loads actively request- sistor, and wherein ZVS is determined when a voltage
ing the DC output; from a drain to a source of the transistor is approximately
ii. determine switching required of the plurality of zero when the transistor transitions from the open state
switches to facilitate output of the DC output at the 3 to the closed state and NZVS is determined When the
determined power level as one of zero voltage switch- Voltage from the drain to the source of transistor 15
ing (ZVS) and non-zero voltage switching (NZVS); sufficiently greater than zero when the transistor transi-

tions from the open state to the closed state.
14. The system of claim 13 wherein the controller deter-
10 mines ZVS when the power level is equal to or greater than a
power level threshold and the controller determines NZVS
when the power level is less than power level threshold.
15. The system of claim 13 wherein the first switching
frequency is 250 kHz in the event the power level is approxi-
15 mately 3.3 kW and the second switching frequency is 125
kHz in the event the power level is less than 500 W.

iii. selectively control switching of the plurality of
switches at a first switching frequency in the event
ZVS is determined, such that the DC output has a first
power level; and

iv. selectively control switching of the plurality of
switches at a second switching frequency in the event
NZVS is determined, the second switching frequency
less than the first switching frequency, such that the
DC output to has a second power level less than the
first power level; L
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